PUFIN MONTAJ KILAVUZU

PUFIN INSTALLATION GUIDE C€  vVoltaj / voltage: 220 — 240 VAC  Frekans/Frequency 50-60 HZ

Bu armatiir ilgili standartlara uygun dizayn edilmis ve iiretilmistir.Montaji yanlizca,teknik personeller tarafindan talimatlara uygun yapilmalidir. AYDINLATMA

This luminaire has been designed and manufactured according to relevant standards. For luminaires with non-user replaceable light sources,
the light sources must be replaced by the manufacturer, his service agent or other similarly qualified people.

Kablo Kesim Boylar
Cable Cutting Dimensions

IP20

80 mm

S ey L

1- Armatriin gévdesi hafifce gerdirilerek kapak yerinden ¢ikarilir aski tellerine serbestge birakilir. 2- Govde lizerindeki sabitleme yayi ok yoniinde itilerek diflizor yerinden gikarilir.
The lid is lifted slightly and the lid is removed from the seat and released to the strap threads freely The fixing spring on the body is pushed in the direction of the arrow and the diffuser is removed from the place.

3- Tavan aski biraketlerinin gévde ile montaji yapilir. 4- Difuzor 6nce sabitleme yayina sonra kenar ¢ita profilindeki kanala oturtulur.
Ceiling mount brackets are assembled with the body. The diffuser is fitted to the fixing spring first, then the channel in the profile of the edge lap.
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1Bu talimat armaturle ilgili ileride olugabilecek bakim igleri icin saklanmalidir. Yukaridaki talimatlara uygunsuzluk otomatik olarak EAE’nin sorumlulugu disindadir. :
: The present intrunction paper has to bekept for any future maintenance oparation the luminate.Non compliance with the above will automatically release EAE’s from any responsibility. :

ikitelli Org.Bol. Ziya Gokalp Mah.Eski Turgut Ozal Cad.No: 20 Basaksehir / istanbul / TURKIYE Phone : + 90 (212) 413 21 00 Fax: +90 (212) 549 37 90

GERMANY :0049 203 29697840 — ITALY : 0039 02 36 555 400
eaeaydinlatma.com

engineering the light s




PUFIN MONTAJ KILAVUZU

PUFIN INSTALLATION GUIDE C€ Voltaj / voltage: 220 - 240 VAC Frekans/Frequency 50-60 HZ

Bu armatiir ilgili standartlara uygun dizayn edilmis ve liretilmistir.Montaji yanlizca,teknik personeller tarafindan talimatlara uygun yapiimahdir.
This luminaire has been designed and manufactured according to relevant standards. For luminaires with non-user replaceable light sources,
the light sources must be replaced by the manufacturer, his service agent or other similarly qualified people.
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Kablo Kesim Boylari
Cable Cuttina Dimensions

IP20

80 mm
50 mm

TAVAN KESIM OLGUSU

570 MM

570 MM

5- Armatlr tavan igine alinir.

6- Armaturin elektrik baglantisi yapilarak montaj tamamlanir.
The armature is enclosed in the ceiling.

Fitting is completed by electrical connection

1Bu talimat armaturle ilgili ileride olusabilecek bakim igleri icin saklanmalidir. Yukaridaki talimatlara uygunsuzluk otomatik olarak EAE’nin sorumlulugu digindadir. :
: The present intrunction paper has to bekept for any future maintenance oparation the luminate.Non compliance with the above will automatically release EAE’s from any responsibility. :
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